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HIGH-QUALITY METAL MACHINERY & INTEGRATED SOLUTION

SHANGHAI COREWIRE INDUSTRY CO., LTD with trademark CORENTRANS®, as a professional supplier
of metal processing equipment and integrated solutions. Since its establishment in 2010, COREN-

TRANS® has been committed to providing high-quality metal machinery & integrated solutions.

Mission

= Oriented by Customer Value and Demand
= Help Customers Maximize the Benefits
® Quickly Solve Local Production Problems

® Provide High-Quality Equipment and Projects
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ERW Tube Mill FLOW CHART

Produce high-frequency straight seam welded pipe and tube for structural pipe and Sizing mill
industrial pipe with ®4.0~®273.0mm and the wall thickness §0.2~12.0 mm. '

Forming mill

Horizontal loop accumulator group

Double-heads un-coiler
Conveyor table

Flying saw
Cooling tank
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Applications

Petroleum, Petrochemical, Construction, Shipbuilding, Carmaking,
Military, Electric power, Mining, Coal, Machinery Manufacturing
Industries.

Advantages

Best
Materials

High
Precision

Accurate
Fabrication

Optimization
Design

High
Speed
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ERW Parameter

Stainless-steel Pipe

E E ;
; Square/Rectangle : Speed Main Motor  H.FWelder 4 1
Thickness Thickness 3 M M
9.
(mssS (ab<2imm) O (mymin) (kW) (kw) aKing mMacnine
T™-12 d4~p12 0.2~0.5 // // 30~120 15 100  SEINSTRLL Y T X
| | | Iniess-steel rFipe Makin acnine series was main
TM-16 P6~Pp16 0.2~0.8 i // 30~120 22 100 : RS 8 ] _ N
E—— i3 i TET - 7 i P | dsisE | i i = used in the production of industrial stainless-steel pipe.
ST i — = | X i As welded pipe technology development, stainless steel
IO S TN ol 2 | /1 | 4 JINSG DN SRS ) 1 welded pipe has replaced the seamless pipe in many
M52 ®10~$32 e Franama 0dela, | S0 $5(r3072) | 100 areas (Such as chemical, medical, winery, oil, food,
T™-32z . 05420 1076~31.8"19.1 05~15  30~100 55(or37*2) | 100 automobile, air conditioner, etc.)
TM-40 0.3~1.8 *10~31.8* 0.3~15 30~110 75 150
0127040 | 10*10~31.8*31.8 _ | |
TM-40z . 06~20 20*10~40*20 0.6~15  30~100 45*2 _ 150
TM-50q 0.4~1.5 0.4~1.2 30~110 90 150 Advantages
TM-50 ®16~$50.8 0.5~2.0 122';13'?;2:0 0.5~1.5 30~90 45*2(or 110) 200
TM-50z 0.7~2.5 0.7~2.0 30~80 55*2 200 High ;
- - - g Production
TM-63q 0.6~2.0 0.6~1.5 30~90 132(or 55*2) 150 Efficiency Cost
' 15*15~50*50 ' T ' _ Less o
T™-63 $19.05~$63.5 0.7~3.0 S iD-corin 0.7~2.5 30~80 75*2(or 132) 200 High i
TM-63z 0.835 0.83.0 20~70 90*2 200 Capacity \:tertla
_ | | | | | | aste
TM-T6q 0.8~2.5 0.8~2.0 30~90 160(or 75*2) 200
' 20*20~60"60 1 I 1
TM-76 ~ 0.8~3.5 0.8~3.0 30~80 250
EAIEE 30*15~80°40 | 902 -
TM-762z 0.8~4.0 0.8~3.5 20~70 300 Appllcatlon
TM-90q 0.8~3.0 0.8~2.5 30~90 180(or 90*2) 250
TM-90 $30~$90 0.8~35 ;g,ig";g.:g 0.8~3.0 30~80 110*2 250 = Food processing
TM-90z 1.0~4.0 1.0~3.5 20~70 (or 132*2) 300 m Fertilizers and pesticides
TM-100q 1.0~3.0 1.0~25 30~90 200(or 110*2) 250 = Textile operations
. 25*25~80*80 ' - !
TM-100 ¢31.8-01016 |  10~3.75 oS0 10050 1.0~325 | 30-80 110*2 _ 300 = Chemical applications
TM-100z 1.0~4.25 1.0~35 20~70 13272 300 .
| - | = Breweries
TM-114q — 1.0~3.0 203026050 10~25 = 20-80 110*2 _ 300 _
T™-114 ' 1245 - s 1.2-4.0 20~70 350 " Conshuction
_ | 40*20~120*60 | 132*2 -
TM-114z G40~p114.3 1.2~5.0 1.2~4.5 15~60 350 = Water treatment plants
TM-127q 1.2~35 1.2~3.0 20~70 132%2 350 = Pharmaceuticals
T™-127 RRESE 1.5~5.0 Sy 1545 | 1560 160*2 ' 400
. | il 60*30~120*80 e | | ® Oil and gas processing
T™-127z $50~$127 1.5~55 1.5~5.0 10~45 160*2 400 ,
T T T T T T T L Automotwer.omponents
TM-140q 1.2~4.0 1.2~35 15~60 160*2 400
$50~¢141.3 50*50~110*110 i - " i
TM-140 1.5~5.5 . . 1.5~5.0 10~50 180*2 400
| 00740150775 Parameter
TM-140z $60~141.3 2.0~6.0 2.0~5.5 10~40 180*2 500
TM-168q 1.5~5.0 1.5~4.5 10~50 180*2 400
$60~168.3 ! ' Horizontal Vertical Mot Grindi
TM-168 2.0~6.0 60*60~130*130 2.0~5.5 10~50 200*2 500 Model orizonta ertica Diameter Thickness otor rinding
- i i - - Shaft Shaft Power Head
80*40~160*80 200+132*2
TM-168z  ¢76.2~¢168.3 2.5~8.0 2.5~7.0 10~40 (or 132°4) 600
. | | . | | | ST40 $®40mm $25mm  $9.5~p50.8mm | 0.21~3.0mm = 7.5KW*2 3*3KW 2PCS 7600*1150
=1 | 2060 S 2055 | 1050 | VO | 90 STS0  ¢50mm  ¢30mm  $25.4~p76mm | 03~35mm  11KW*2  3"3KW  2PCS | 9000*1200
TM-219  ¢89.1~¢$219.1 3.0~8.0 X . 3.0~7.0 10~40 132*2+132*2 600 - - - -
100%50~2007100 - - ST60 $60mm | $40mm  $50.8~pll4mm = 0.5~4.0mm  15KW*2 3*4KW 2PCS 11000*1500
TM-219z 4.0~10.0 4.0~9.0 10~40 132*2+160*2 800 - - | - - - | -
| | | o L * * *
T™M-273 - 4.0~10.0 90*90~200%200 4.0~9.0 10~40 160*2+160*2 800 ST80 $80mm ¢50mm $89~¢dp159mm _ 1.0 S.Omm_ 22KW*2 3*5.5KW 2PCS _ 12900*2100
™ara | PR 4.5~12.0 120*60~260*130 4.5~11.0 10~35 180*4 800 ST1I00  $100mm = ®70mm  ¢1l14~p273mm = 1.0~6.0mm = 30KW*2 ~ 3*5.5KW  3PCS = 14000%2300
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Slitting Line

Automatic High-Speed Slitting Machine is used for a coil
with different specifications, through uncoiling, leveling,
and cutting to length to the flattened plate as needed
length and width.

This line is broadly applying in the metal plate processing

industry, like a car, container, household appliance, pack-
ing, construction material, etc.

Advantages

High
Capacity

Easy
Operation

Reasonable
Design

Highly
Automated

Parameter

Roll Dia.
(mm)

THE MACHINERY | THESOLUTION | THE MATERIAL

Cut to Length Line

The Cut to Length Line which are used for uncoiling, leveling and
cutting the metal coil into the required length of flat sheet material
and stacking. It suitable for processing cold rolled and hot rolled
steel, coil, galvanized steel coil, silicon steel coil, stainless steel coil,
aluminum coils etc. into different width according to the user’s
production demands and cut as well.

Advantages

Easy &
Reliable
Operation

Highly
Automated

High
Precision

2*1300
2*1600
3*1300
3*1600

05

(of]]| Coil Cutting Stacking Cutting Leveling Coil
Thickness  Width Length Length Length Speed Weight
(mm) (mm) Range(mm) Range(mm) Precision(mm) (2000mm/min) (T)
0.3-2 800-1300 10.0-9999 300-4000 o 35pcs 10
0.3-2 800-1600 10.0-9999 300-4000 =3 35pcs 10
0.3-3 800-1300 10.0-9999 300-4000 +0.5 35pcs 20
0.3-3 800-1600 10.0-9999 300-4000 =05 35pcs 20

85
85
100
100

Parameter
Coil Thickness  Coil Width Length Range Cutting Length
(mm) (mm) (mm) Precision(mm)
3*1600 053 1600 500-4000 +0.5
6'1600 16 2000 1000-6000 +0.5
82000 28 2000 1000-8000 +1
102200 210 | 2200 100010000 +1
122200 312 2200 1000-12000 +1
162200 4-16 2200 1000-12000 +1
20*2500 6-20 2500 1000-12000 +1
25*2500 8-25 2500 1000-12000 +1

Leveler
Roll No.
15
15
13
13
11
11

Roller
Dia(mm)
©100
140
®155
@160
®180
$200
®230
260
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C/Z Purlin Forming Corrugated Roll
Machine Forming Machine

Corrugated Roll Forming Machine is a color-coated steel plate
that is cold-rolled into various wave-shaped pressed leaves. It
is suitable for industrial and civil buildings, warehouses, roofs,
walls, and interior and exterior wall decoration of large-span
steel structures.

Advantages
Hign Durable
Strength
Application = Quick Rain-
A= : Construction proof
= Industrial construction
= Hall and warehouse construction ' Fire-
= Extension construction and renovation proof

This C/Z Purlin Roll Forming Machine is widely used as
the supporter of roof and wall ceiling in the construction
segment, such as many industries. C/Z Purlin Roll Form-
ing Machine adopts gearbox drive; the machine opera-
tion is more stable; it adopts post-forming shearing to
ensure the product’s quality and avoid port deforma-
tion.

Maintenance-

Product
Introduction
Parameter
No Item Description
1 Material Thickness 0.3-0.8mm/ 2-4mm
2 Forming Speed 12-15m/min / 25-30m/min /15m/min
3 Roll Station 18 stations
4 Main Power 5.5KW/ 7.5KW/ 3TKW
5 Hydraulic Power 3KW/ 7.5KW
6 Control System PLC
7 Drive By chain/by gear box

07 08



SHANGHAI COREWIRE INDUSTRY CO,, LTD

HIGH-QUALITY METAL MACHINERY & INTEGRATED SOLUTION

Roofing Wall Pannel Roll

Forming Machine

Specification of the Material

Suitable material: Colored steel plate, Galvanized steel

Width of the raw material: 1250mm or customized

Thickness: 0.3mm-0.8mm

Parameter

mmqmm.hwmn—-g

I = =
n kW N = O

16
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Item

Coil Width
Rolling Speed
Rolling Thickness
Control System
Un Coiler
Roller Stations
Roller Material
Shaft Material and DIA
Post Track Cutting
Main Motor Power
Hydraulic Station Power
Hydraulic Pressure
Material of Cutting
Structure of The Stations

Tolerance
Electric Source

Way of Drive

Description

1250mm
0-35m/min
0.3-0.8mm
PlE
5T hydraulic de-coiler
20 stations
ASTM1045 chrome plated surface with chrome
¢ 76mm material:45# with quenching and tempering
The main machine won’ t stop when cutting, 2.9kw servo motor
15kw
5.5kw with storage tank and air cooling system
12-16Mpa adjustable
CR12with heat treatment
Iron cast

3m+-1.5mm

380V, 50HZ,3 phase
According to customer’ s require

By gear box

THE MACHINERY | THESOLUTION | THE MATERIAL

Tile Roll Forming
Machine

Tile Roll Forming Machine Production Line is
suitable for industrial and civil buildings, ware-
houses, unique buildings, roofs, walls, and interior
and exterior wall decorations of large-span steel
structures.

Advantages

High
Strength

Durable

Rain-
proof

Quick
Construction

Maintenance-
free

Fire-
proof

Parameter

Item Description

1 Machine Structure Wall board structure
Motor power-5.5kw

2 Totat Eower Hydraulic power-5.5kw

3 Roller Stations About 14 stations

4 Productivity 2-4m/min

5 Drive System By chain

6 Diameter of Shaft ¢ 70mm solid shaft

7 Voltage 380V 50Hz 3phases (Customized)

10
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Metal Deck Roll Forming Machine Standing Seam Roll
Forming Machine

Metal Deck Roll Forming Machine is a color-coated steel plate that is
cold-rolled into various wave-shaped pressed plates. It is suitable for
industrial and civil buildings, warehouses, special buildings, roofs, walls
and interior and exterior wall decoration of large-span steel structures.

Specification of the Material
Suitable material: PPGI 345Mpa
Width of the raw material:610mm and 760mm

Thickness:0.5-0.7mm

Specification of the Material

Suitable material: Colored steel plate, Galvanized steel

Width of the raw material:1250mm or customized

Thickness:0.7mm-1.2mm

Parameter

No Item Description H ig h Way G u a rd ra i |-
1 Machine Structure Wall board structure RO'.I. FO rming M aCh i ne

Motor power-11kw x2

2 lotakaner Hydraulic power-5.5kw ® Simple structure in linear type, easy to install and maintain.

3 Roller Stations About 30 stations = Adopting advanced world famous brand components in
4 Productivity | 0-15m/min( excluding cutting time) pneumatic parts, electric parts, and operation parts.

5 Drive System By chain ® Running in a high automatization and intellectualization, no
6 Diameter of Shaft | ¢ 85mm solid shaft pollution.

7 Voltage 380V 50Hz 3phases (Customized) = No need for foundation, easy operation.
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Related Products Straight Wire Drawing Machine

The Straight Wire Drawing Machine is used to draw low carbon, high carbon, and stainless
steel wires. Upon the customers’ request, it can be designed for different inlet and outlet
diameters of the wires.

Application

= Wire rope area

K-Span Forming Machine Down Pipe Forming Machine = Alloy wire area _
(TS P | ] T R g —

Welding wire area

- ] !'q'!‘"rg.

® Pre-stresses steel wire area

Rubber frame material area

Parameter
Model(block diameter) mm 200 300 350 400 450 500 600 700 800 500 1200
CAP Ridge Forming Machine Strength of Inlet Wire/MPa | | | <1350 | |
Number of Block | 2~14 2~14 | 2~14 2~14 . 2~12 . 2~12 2~12 | 2~9 2~9 | 2~9 2~9
Max. Diameter of Inlet Wire (mm) . 1 . 2.8 . 35 . 42 . 5 . 55 . 8 . 10 . 12,7 . 14 . 16
Min. Diameter of Outlet Wire(mm) . 0.1 0.5 . 0.6 0.75 . 1 . 12 16 . 2.2 2.6 . 3 5
Max Drawing Speed( m/s) . ~25 ~25 . ~20 ~20 . ~16 . ~15 ~12 . ~12 ~8 . ~7 ~6
Drawing Power(kw) . 55~11 .T.5-18.5. 11~22 . 11~30 . 15~37 . 22~45 . 30~75 . 45~90 .55~110 . 90~132 .110~16{}
Transportation System I Two grade belt transmission; double enveloping worm wheels; gearbox with hard tooth surface
Way of Speed Adjusting AC Frequency conversion speed adjusting or DC speed adjusting
Boot Erame Forming Machine Way of Control 1F'rcfibL.ss field b.us control sys.tem,touching screen show, human-computer communication,
ong-distancediagnose function
Way of Pay-off ' Spooler pay-off, high pay-off frame,"—"type pay-off, duck-nip pay-off without stop work
. Way of Take-up ' Spooler take-upstroke take-up, headstand take-up, and all can take-up wire without stop work
ol ;;i%e‘;@_ E :! Slowdown to stop at fixed length automatically, wire broken test and stop work automatically, cut off
b L8 Main Function any block tocompose new technical process freely, slowdown to stop automatically when the
T 100 protecting shield is open, showof all kinds of fault information and the solution ,inspection and

control of all kinds of running information

Steel wire(high, middle, low carbon steel wire, stainless steel wire, pre-tension steel wire, bead wire,
Material That Can Be Drawn rubber tubewire, spring steel wire, code wire and so on),welding wire(air protect welding wire,
submerged arc welding wire,flux cored wire and so on )electric wire and cable(Aluminum-clad steel

M Purlin Forming Machine Guard Rail Forming Machine wire, copper wire, aluminum wire and soon)alloy wire and other kinds of metal wire

Notes: all the parameters might be changed according to the actual situation

Coil Width:228mm

13 14
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Electrode Rods Production Line

The electrode production technology is
mature, the formula is professional, the
process is excellent, the electrode arc stabil-
ity, high melting rate, slag removal.

Features

= Stablearc
® High deposition rate
® Good slag removal effect

= Excellent welding performance

15
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Chain Link Fence Machine

High Quality Chain Link Fence Making Machine is
suitable for making all kinds of electric galvanized,
hot galvanized, plastic coated wire diamond nets
and fences, according to customer’s require-
ments can be customized width optional 2000mm,
3000mm, 4000mm.

Application

= Fence

® Sports field

= River banks

® Enclosing lawn

® Construction and residence

Parameter

1800mm,
suitable for making all kinds of electric galvanized,hot galvanized,plasticcoated wire

Width Range diamond nets and fences, according to customer requirementscan be customized
width optional 2000mm,3000mm, 4000mm
(note: the wire :hardness and tensile strength of about 300-400)
Coiling max length: 30 meters.

Opening customized, 2",2.5"&2.7"
Dia Of The Wire 1.6mm—4mm
y . 1.6mmx2.0"x1.8m height capacity 21.3m2/min
Capacity/min Servo motor PLC automatic control.
Total Power 10KW (5 motors)

CT-FML-2-T  1800MM IN WIDTH 3 TON
Overall Weight CT-FML-3 3000MM INWIDTH  3.5TON
CT-FML-4 4000MM IN WIDTH 4 TON

CT-FML-2: 4800*1200*1850mm,coiling machine: 3000*1700*1120mm
Overall Dimension CT-FML-3: 5800%1200*1850mm,coiling machine: 4000*1700*1120mm
CT-FML-4: 6800*1200*1850mm,coiling machine: 5000*1700*1120mm

16
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Barbed Wire Machine

High-Speed Barbed Wire Machine is used to produce barbed
wire widely used for safety protection function, national
defense, animal husbandry, playground fence, agriculture,
expressway, etc.

Product Samples

Normal twisted barbed

Single barbed wire

wire machine making machine
Parameter
CS-A CS-B
Motor 2.2KW 2.2KW
Drive Speed 402r/min 355r/min
Core Wire 1.5~3.0mm 2.2~3.0mm
Barbed Wire 1.6~2.8mm 1.6-2.8mm
‘ Barbed Space 75mm-153mm 75mm-153mm
‘ Twisted Number 35 3
‘ Production 70kg/h, 20m/min 40kg/h,17m/min
Weight 1000kg 900kg
Dimension 1950*950*1300mm 3100*1000*1150mm

17

CS-C

Double reverse twist
barbed wire machine

Cs-C

2.2KW
355r/min
1.5~3.0mm
1.6~2.8mm
T5mm-153mm
7
40kg/h,17m/min
900kg
3100*1100*1150mm

THE MACHINERY | THESOLUTION | THE MATERIAL

Nail Making Machine

This High Speed Nail Making Machine can make the high
quality of oil rivet nail and other shaped nails used for
high-speed welding nailed. Small size, flexible and conve-
nient movement, low power consumption and easy installa-
tion.

Advantages

Automatic
Lubrication

High
Durable Capacity

Product Samples

Parameter
Te{I:Jhnical D’ia of D!a of  Length of Len_gth’of Design.ed Motor Weight Overall
a?a NailMax NailMin NailMax Nail Min Capam_ty Power (kg) Dimensions
(Unit) (mm) (mm) (mm) (mm) pcs/min (kw) (mm)
794-4A 45 2.8 100 50 260 4 1978 2436*1512*1205
7946A 65 41 | 200 | 100 200 11 5500 3220*1838*1545
794-8A 10 5 350 180 120 22 1000 6000*2100*1900
UzZ94-4A 37 16 | 50 | 10 150 4 1980 2436*1512*1205
sz94-4A 45 | 28 | 100 | 5 130 4 | 2100 2436*1512*1205

18
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* R&D % Test Production
% Cooperation with Customer % Experienced Team

% SO Manufacture % Training in China

% Specialty for Each Customer % Training in Customer’ s Workshop MO\’e S u [3 p ly m O re .t h a n Iﬂ a 'C h i n e ryo

SHANGHAI COREWIRE INDUSTRY CO., LTD

% Inspection % Technical Support

% Inspected by the Sellers % Spare Parts

% Inspected by the Buyers % Lifetime Technology Upgrade Consulting
% Inspected by Third Party % On Line Technical Service Feedback

% Turn-key Project
% Raw Materials Recourses

19
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